






 FX850V / 27.0 HP

FX
FX

•	 90° V-twin

•	 Pressurized lubrication system

•	 Electronic spark ignition

•	 Automatic compression release

•	 Dual stage canister air filter

•	 Cast-iron cylinder liners

•	 Rotating metal grass 
chopper screen

•	 Metal engine cover

•	 Heavy-duty shift-type starter

•	 High efficiency oil cooler

 FX801V / 25.5 HP

ENGiNE TyPE Forced Air-Cooled V-twin 4-cycle
Vertical Shaft OHV Gasoline Engine

Number of Cylinders 2

Bore x Stroke 3.33 x 2.99 in. (84.5 x 76mm)

Displacement 852cc (52 cu. in.)

Compression Ratio 8.2:1

Maximum Power 27.0hp (20.1kW) / 3600 rpm

Maximum Torque 44.6 ft. lbs. (60.5 N•m) / 2400 rpm

Oil Capacity 2.1 U.S. qt. (2.0 liter) w/Filter

Dry Weight 105.0 lbs. (47.6kg)

•	 90° V-twin

•	 Pressurized lubrication system

•	 Electronic spark ignition

•	 Automatic compression release

•	 Dual stage canister air filter

•	 Cast-iron cylinder liners

•	 Rotating metal grass 
chopper screen 

•	 Metal engine cover

•	 Heavy-duty shift-type starter

•	 High efficiency oil cooler

ENGiNE TyPE Forced Air-Cooled V-twin 4-cycle
Vertical Shaft OHV Gasoline Engine

Number of Cylinders 2

Bore x Stroke 3.33 x 2.99 in. (84.5 x 76mm)

Displacement 852cc (52 cu. in.)

Compression Ratio 8.2:1

Maximum Power 25.5hp (19.0kW) / 3600 rpm

Maximum Torque 44.6 ft. lbs. (60.5 N•m) / 2400 rpm

Oil Capacity 2.1 U.S. qt. (2.0 liter) w/Filter

Dry Weight 105.0 lbs. (47.6kg)



 FX1000V / 35.0 HP

ENGiNE TyPE Forced Air-Cooled V-twin 4-cycle
Vertical Shaft OHV Gasoline Engine

Number of Cylinders 2

Bore x Stroke 3.5 x 3.15 in. (89.15 x 80mm)

Displacement 999cc (61 cu. in.)

Compression Ratio 8.4:1

Maximum Power 35.0hp (26.1kW) / 3600 rpm

Maximum Torque 56.0 ft. lbs. (75.9 N•m) / 2800 rpm

Oil Capacity 2.0 U.S. qt. (1.9 liter) w/Filter

Dry Weight 138.0 lbs. (62.6kg)

•	 90° V-twin

•	 Pressurized lubrication system

•	 Electronic spark ignition

•	 Automatic compression release

•	 Dual stage canister air filter

•	 Cast-iron cylinder liners

•	 Rotating metal grass 
chopper screen 

•	 Metal engine cover

•	 Heavy-duty shift-type starter

•	 High efficiency oil cooler

•	Three Valves per cylinder

FX
FX

 FX921V / 31.0 HP

•	 90° V-twin

•	 Pressurized lubrication system

•	 Electronic spark ignition

•	 Automatic compression release

•	 Dual stage canister air filter

•	 Cast-iron cylinder liners

•	 Rotating metal grass 
chopper screen 

•	 Metal engine cover

•	 Heavy-duty shift-type starter

•	 High efficiency oil cooler

•	Three Valves per cylinder

ENGiNE TyPE Forced Air-Cooled V-twin 4-cycle
Vertical Shaft OHV Gasoline Engine

Number of Cylinders 2

Bore x Stroke 3.5 x 3.15 in. (89.15 x 80mm)

Displacement 999cc (61 cu. in.)

Compression Ratio 8.4:1

Maximum Power 31.0hp (23.1kW) / 3600 rpm

Maximum Torque 54.3 ft. lbs. (73.6 N•m) / 2400 rpm

Oil Capacity 1.9 U.S. qt. (1.7 liter) w/Filter

Dry Weight 138.0 lbs. (62.6kg)



The FX Series DFI engine brings Digital Fuel 
Injection response, fuel efficiency, and reliability to 
the toughest, most reliable constant-speed engines 
you can get. All the features that make FX Engines 
the ultimate turf industry workhorse are here — and 
with no choke to adjust, no carburetor to maintain, 
and no worries about temperature, elevation or 
humidity, you can focus on getting the work done.

•	 Commercial mowers

•	 Heavy-duty industrial and construction equipment

FX-DFI Fuel injected Air-Cooled V-Twin: 
Vertical Shaft

42 43

FX-DFi

 FX1000V-DFI / 37.0 HP

•	 90° V-twin

•	 Pressurized lubrication system

•	 Electronic ignition with 
spark advancement 

•	 Automatic compression release

•	 Multi-port digital fuel injection

•	 Electronic governor control

•	 Compact electronic control unit

•	 Choke-free operation

•	 Electronic colder 
operation enrichment

•	 Electronic altitude compensation

•	 Low pressure fuel injection 
technology with electronic fuel pump

•	 Cast-iron cylinder liners

•	 Metal engine cover

•	 Heavy-duty shift-type starter

ENGiNE TyPE Forced Air-Cooled V-twin 4-cycle Digital Fuel 
Injected, Vertical Shaft OHV Gasoline Engine

Number of Cylinders 2

Bore x Stroke 3.5 x 3.15 in. (89.15 x 80mm)

Displacement 999cc (61 cu. in.)

Compression Ratio 8.4:1

Maximum Power 37.0hp (27.6kW) / 3600 rpm

Maximum Torque 55.4 ft. lbs. (75.2 N•m) / 2800 rpm

Oil Capacity 1.8 U.S. qt. (1.7 liter) w/Filter

Dry Weight 138.0 lbs. (62.6kg)



The FX850V LPG shares the FX Series’ world-
respected quality, design, dimensions and 
footprint. It uses the same maintenance parts, is 
covered by the same warranty, and runs on clean, 
affordable propane. No more retro-fitting gasoline 
engines — this powerplant is engineered to make 
the most of your propane benefits from the get-go.

•	 Commercial mowers

•	 Heavy-duty industrial and construction equipment

FX-LPG Propane-Powered Air-Cooled 
V-Twin: Vertical Shaft
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ENGiNE TyPE Forced Air-Cooled V-twin 4-cycle
Horizontal Shaft OHV LPG Engine

Bore x Stroke 3.3 x 3.0 in. (84.5 x 76mm)

Displacement 852cc (52.0 cu. in.)

Compression Ratio 8.2:1

Oil Capacity (dry) 2.1 U.S. qt. (2.0 liter) w/Filter

Dry Weight 124.3 lbs. (56.4kg)

•	 90° V-twin

•	 Pressurized lubrication system

•	 Automatic compression release

•	 High efficiency oil cooler

•	 Rotating metal grass 
chopper screen 

•	 Dual stage canister air filter

•	 Cast-iron cylinder liners

•	 Metal engine cover

•	 Flexible Vapor/Liquid LPG fuel delivery system

FX LPG

 FX850V LPG 



Some people think that any oil, filter or spark plug 
is fine for their premium engine. But parts that 
nearly fit, or kind of work, can scour precision 
parts with impurities, wreck pistons and rods by oil 
starvation, cause rough running and wasted fuel, 
and sideline a mower that should be making you 
money. Insist on genuine Kawasaki parts and oil for 
your Kawasaki engine. It’s the no-guesswork way to 
maintain full performance. So you can get back to 
a full workload.

BECAUSE ONLY GENUINE   
  IS GOOD ENOUGH.

Kawasaki engine oils are specifically formulated 
with additives that maintain viscosity, reduce oil 
consumption, support stay-in-grade performance, 
and help control foaming and shearing. 
Kawasaki has oils that are approved 
for both gasoline and diesel 
applications.  

99969-6081 10W-30
99969-6281 SAE 30
99969-6296 10W-40 

OIL FILTERS
Inside each filter, an interior of slotted alloy adds 
an extra layer of defense against deposits. While a 
Kawasaki oil filter might look like any other, at the 
core it’s made of tough stuff, to 
keep your engine, and you, out 
of the shop and on the job.       

49065-7010 Fits most engines
49065-7007 FR/FS/FX   

AIR FILTERS
Kawasaki oil, air and fuel filters 
are designed with media, materials 
and permeability that match the 
flow rates, operating pressures and 
temperatures of your Kawasaki 
engine. Generic filters may not be 
as precise, so effective protection 
may not be there.

GENUINE KAWASAKI
OIL AND FILTERS.



Kawasaki tune-up kits contain high-efficiency oil 
and air filter, premium engine oil, and spark plugs 
matched to your engine. Everything fits and works 
to cut downtime to a minimum and keep uptime 
going long and strong.

Repower your Kawasaki FS or FX Series engine 
with a factory-made short block assembly. See 
your Authorized Kawasaki dealer for details.

Kawasaki short block assemblies are covered by a 90-day warranty 
from the retail sale date. For complete warranty details visit 

kawasakienginesusa.com/kawasaki-warranties

PART # ENGINE  APPLICATION PTO SIZE

59341-0011 FS & FX: 481V / 541V / 600V 1” X 80MM PTO

59341-0019 FS & FX: 481V / 541V / 600V 1 1/8”  X 100MM PTO

59341-0014 FS & FX: 481V / 541V / 600V 1 1/8”  X 108.8MM PTO

59341-0012 FS & FX: 651V / 691V / 730V 1” X 80MM PTO

59341-0016 FS & FX: 651V / 691V / 730V 1 1/8”  X 100MM PTO

59341-0017 FS & FX: 651V / 691V / 730V 1 1/8”  X 108.8MM PTO

59341-0013 FX751V / FX801V / FX850V 1 1/8”  X 108.8MM PTO

59341-0015 FX921V / FX1000V 1 1/8”  X 100MM PTO

59341-0018 FX921V / FX1000V 1 1/8”  X 108.8MM PTO

KIT # COMPATIBILITY

99969-6142B FJ180V (select models)

99969-6287 FJ180V (select models)

99969-6150B FJ180V KAI™

99969-6208A FH381V / FH430V / FH480 / FH541V / FH580V KAI™

99969-6209A FH451V / FH500V / FH531V / FH541V / FH580V

99969-6211A FH601V / FH641V / FH680V / FH721V 

99969-6220B FD731 / FH601V / 641V / 661V / 680V / 721V / FH770D KAI™

99969-6190B FR541V / FR600V

99969-6189B FR651V / FR691 / FR730V / and all FS engines

99969-6196C FX481V / FX541V / FX600V

99969-6191B FX651V / FX691V / FX730V

99969-6262A FX751V / FX801V / FX850V

99969-6264A FX921V / FX1000V

TUNE-UP KITS THAT KEEP  
KAWASAKI POWER GENUINE.

GENUINE KAWASAKI
SHORT BLOCK ASSEMBLIES.
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ENGINEErEd. NOt JUSt ASSEMBLEd.
An engine is no better than its weakest part. So we 

design robust strength into every component. Flywheels 

are cast iron. Seals are high temperature silicone. Pistons 

are micro-smooth for clean running efficiency. Mirror-

finish bearings virtually eliminate friction. High-pressure 

die cast heads, three-radius-chamfer rod journals, 

hardened valves, deeper crankcase webbing — every last 

detail is engineered for solid long-term performance.

Complete Engine Line

ENGINE 
MODEL

AIR- 
COOLED

LIQUID-
COOLED

OVERHEAD
90º V-TWIN

SINGLE 
CYLINDER

TWO
CYLINDER

CARBURETED
FUEL 

INJECTION
HORIZONTAL 

SHAFT
VERTICAL 

SHAFT
HORSEPOWER

FD750D • • • • • 25.0

FD791D-DFI • • • • • 26.0

FD851D-DFI • • • • • 31.0

FH770D KAI • • • • • 764 cc

FJ180V • • • • 179 cc

FJ180V KAI • • • • 179 cc

FR541V • • • • • 15.0

FR600V • • • • • 18.0

FR651V • • • • • 21.5

FR691V • • • • • 23.0

FR730V • • • • • 24.0

FS481V • • • • • 14.5

FS541V • • • • • 15.0

FS600V • • • • • 18.5

FS651V • • • • • 22.0

FS691V • • • • • 23.0

FS730V • • • • • 24.0

FS730V-EFI • • • • • 25.5

FX481V • • • • • 15.5

FX541V • • • • • 16.5

FX600V • • • • • 19.0

FX651V • • • • • 20.5

FX691V • • • • • 22.0

FX730V • • • • • 23.5

FX751V • • • • • 24.5

FX801V • • • • • 25.5

FX850V • • • • • 27.0

FX921V • • • • • 31.0

FX1000V • • • • • 35.0

FX1000V-DFI • • • • • 37.0




